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1.1 Remove engine compa. .ment cover !-
mounts by remcving iwo Gwm capscreve:.

1.2 Discinac’ and resns ¢ bailary
mount ing tray *

. 1.3 Locaie and dril) a 1-3, 8" kot
ginc compartment as I}'ustrated. |
catarpiller gromnut.

-

t.4 Locate and drill a 1-3/8" hole"j
engine compartmont as !)lustrated. !
sert caterpillar groomet. .o

1.5 Loosen alternator bolt to delie:.
belt tension.

4 1.6 Remove and ratain sang pump e .- ..
loosening adjustment bolt as 114,

1.7 Rcmove anu retain smog pump 4
and hardware as illu§tnlcd.

4 1.8 Remove and retain blower wheel
- screws and throac arm bolts. Discars :
Flatwashers.

1.9 QRemove three fasteners From n- -
engine cover. '

4 . 110 Kemove addi Sonal fastoners

i '\ undurncath vehiclo.
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DISCARD SHADED PORTION

4

4

1.11.. Remove engina cover plate by tiit-
ing back and lifting froe.

1.12 Modify cover plate as [llustrated.
Discard shaded portion of plate.

1,13 Remove and retain blower wheel. Dis-
card 2mm spacers located behind w::ecl.

1.14  Route compressor drive belt through
cavity in back of blower housing.

1.15 Stip belt over drive pulley befora.
positioning puiley on crankshafi. '

1.16 Slip blowsr wheel into position.'

see s -

1.17 Reinstall cowling with original
hardware.

1.18 Reinstall and secure Llower whee! and
smog pump bracket with three original cap-
screws and lockwashers. Torque to 10-12
ft.=lbs. NOTE: ALTCRNATOR DELT MUST BE
ROUTED OVER DRIVE PULLEY BEFORE MOUNTING
DLOWER AND SMOG PUNP PULLEY BRACKET.

1.19 Securc mount bracket srms and timing
‘plate with original hardware. Use three
3/16" flatwashers to space out timing platle
ond smog pump pulley bracket.

1.20 Reinstall smog pump and original belt.
Adjust belt to proper tension.

1.21 Readjust alternator belt to propar
tension.
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71.22 Remove fuc! injection computer,
brackots and existing hardware From in-

" slde engine compartment. . Rotain computer
and hardware. Discard mounting brackets.

(For 1.8 liter engine, use steps 1.23 ¢
1.24 or 1.25 through 1.27)

1.2) Secure computeor to now mount i ng
‘bracket with original hardware as {1~
lustrated.

4 1.24  Remount computer to Firewall with
four £10 x J/&" S.M. screws as Iilustrated.

1.25 Socure adapter bracket to new mount-
* ing bracket with two J8F x 12" 5.1, screws,

. oy

. 1.26 Securc computer to new mounting brack-
4 et adepter with-original hardware.

1.27 Remount computer to flrewall with four
410 x 3/4* sheet meta! scrows. |
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“(For 2.0 )iter engine use stops 1,28 ¢ l.zy)___

s
. .2
"4 1.28 Seccure two-angle brackets to computer
4 with two original shoulder screws.
.'-, I 1.29 Romount conbul.cr to Firowall with four
s .10 % 3/¥" shest metal screws.

4 -1.30 If nocessary‘. reroute computer harness.
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“=~0iL. CUULER BRACKET

..
Disconnect, hcater control cable from R.H.

damper. Romove and rctain domper for Iatcr
reinstallation.

temees = @

* 1.3J2 Hodify right rear ongine cover.
’ .

-

1.33 Cut rubber seal and trim edge of pan

: 4 as illustrated. CAUTION: BRAKE LINE LO-

CATED UNDER DODY PANEL IN VICINITY TO BE
cut,

4. . J'l Remove and discard cxlstlng oll
: coolcr bracket illustrated, .

8741 » 3. 6" CAPSCREW (4)

Y/1NF o L Y

1.33 Hount clulch holding plate to com-

. wpressor with four 174" x 3/8'" capscrews.
) 4 TYorque 10 7-0 ft.-lbs. NOTE: CLEAN GREASE
i OFF_OF _COMPRESSOR SHAFT DEFORE INSTALL 1HG

" CLUTCH PLATE, AHD ROUTE CLUTCN WIRE 0N
-i‘br_rsm oF CLUTEH.

1.6 Attach cluttly pulley to ccapressur
shaft with a 5/716" x 1-1/2" capscrew and
4 flatwasher. Torque to 20-25 ft. lbs.
NOTE: MAKE SURE KEY OF PULLEY ALIGNS WITH
KEY OF COMPRESSOR SHAFT.




23 SPACER

IDLER PULLEY

:SNOULDER B0LY .

8mm « 30mm HEX. HD. CAP-
SCHEW
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1.37 sccurc idler pulloy to compressor
bracket as illustrated. NOTE: IDLER MUST
BE SECURED DEFORE MOUNTING BRACKET 70 VE-

HICLE.

1.38 Mount compressarbracket to engine
with four 8em x 1.25mm x 30w ciapscrews
and lockwashers as |)lustrated. TORQUE
TO 12~15 FT., LbS. NOTE: DO NOT TIGHTEN
¥ BOTTOM LEFT HAND CAPSCACW AT THIS TIME.
ACCELERATOR CADLE MUST BE POSITIONED FOR-
* WARD OF BRACKET.

)

1.J9 Position compressor on bracket. Oo
not securc at this time.

1.40 Remove onc Bmm capscrew From bot-
tom left hand corner of compressor mount.
Position oil cooler bracket in place,and
soecure with capscrew as illustroted.

<

1.41 slip drive belt over clutch and
4 idier pulley as lllustraled.
ls DACK~SIDE IDLER.

CAUT 10U
if bolts,“Flatwashers and
lockwashers are not used
as designated in Instruc~
tions compressor could be
damaged.

:ﬂi'::

NOTE: iDLER
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1.42 With compressor in proper 20silion
on bracket, lousely Install (B) three
3/BNC x 1-1/2" copscrews, flatwashers and
lockwashers and (E) onec 3/8NC x 1-}/4"
capscrew, flatwasher and lockwasher as
illustrated. DO NOT TIGHTEN SCREWS.

1,43 1nsert (D) 3/8NC x 1% capscrew and
lockwasher as iflustrated. DO NOT TIGNT-
€N SCREW,

1.4 Pry compressor back and install two
or three spacers between compressor and
upper adjustment support as roquired to

obtain o snug Fit as illustrated. DO NOT
TIGHTEN SCREWS.

1.45 draw up comprossor wilh (C) 3/8uc
x 1-3/4" adjustment stud, lockwasher,
flatwasher and hex nut to obtain approx-
imately |2'0-I30 lbs. belt tension.

1.4 Securc compressor in place with (b)
three 3/B8NC x 1-1/2" capscrews and {€) one

capscrew as illustratod.
TORQUEL TO 15-20 FT. LOS.
|}

1.47 Secure (D) 3/BNC x 1. capscrew as
illuscrated. |(Ff required install add=
itional spacers to maintain proper Len-
sion. Sacure all compressor mount iny
bolts. TORQUE TO 15-20FT. Les. -

1.48 Reinstali forward anging cover as
illustrated. Leave out right hand Gu
screw. -

1.9 Position rear comprossor shroud (A)

" around compressor and secure to top wount -

ing holes with two 3/8 x 1/2% capscrews
and 3/8" lockwashers. NOTE: THBOTTLE
CABLE MUST 13 IOUT_CD DETWEEN SHROUD AND
FORWAID SIDE OF COMPRESSOR., — — —

1.50 Secure inboard side of shroud and
forward engine cover with onc original
Gom screw as [llustrated.

1.51 Position front cumpressor shourd
cover (B) over clutch. Sccure to enyine
with orlginal Gasm machine screw and to
engine cover with one JOF x 172 sheet
melul screw as illustrated. NOTE: ROUTE
CLUTCH WIRE UP THROUGH FOAM.

® mee evemmmmce .

1.52 Reinstall right hand damper. CAUTION:
HAKE SURE ARM DOES NOT TOUCH MOUNT.

. cemnn o &

1.5) Reroute accclerator cable §n order
to alluw sufficient clearance for com-
pressor clulch and muffler. Resecure
cable with strap provided in kit.

-
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2.1 Record all required information on
warranty card. Relurn card to OPD for
rogistration.

2.2 Pull back carpel on passenger aide
of forward flrewall.

- o o0 e mmmesm————— . - P

2.3 From Inslde passenger compartmont,
locate and drill & 1-3/8" hole In Front
Firowall as illustrated. NOTE: USE EX-
TREME CARE IN ORILLING HOLE, GAS TANK
OVERFLOW oSt LOCATED BLHIND FM‘ltt.

2.4 Replace carpet und cul a hole in
carpet dircctly over 1-3/0" dia. hole
as {llustrated.

2.5 Pull back car'pct on passcenger side
of Floor board. Locate and delli a 5/8"

. diamcter hole In floor pancl as illuscrated’

"o ety

2,6 Cul "V groove in firewpll foam in-
sulation as 1llustrated. :

c;.':;:’;
2.7 Roplace carpat and cut a x=slit in
carpul directly over drain tube holeo, *

COWSOLE S-KIT ONLY: (Steps 2.8 thru 2.1))

2.8 Rewove console ylove box From be-
lwuen scals. ’

2.9 Rewove bottom and forward paneis
from insidc conter cunsole. Remove liner
knobs before removing panels. NOTE; 0}S-
GONN('CT CAUGES UCFORE REMOVINHG FORWARD
RANEL, ' :

2.10 Remove and retain gauges From for-
ward panel. Discard panacl.

2.11 Romove center co;'sole from vehicle
ond use template 72223 1o wodify right
sidc of console as Illustrated.

S
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2.12 ysu template 2224 (o modify tefL
slde of center console as illustrated.

2.1) Mofify console brackat as iily-
strated. Cut and bend flange for-
ward in’order to fastan brncltct to
iransmission tuanel.,

2.1h  Record date and mileage on evapo-
ratur case scrial number plate.

2.15 Remove fuse block and retaln fast-
eners.

2.16 -pemove odouctcr resct knob from

underside of instrumont pancl and retain
bolt and. spacer.

.

2.17 Position svaporator case on floor
board of vehicle as lllustrated. Connect
liquid hose to expansion valve and suct-
lun hose to evaporator hocader. Push re-
walnder of hoses out proper holes in fice-

wall. NOTE: WRAP EXPOSED SUCTIOW HEADER':
WITI PRESTIVE TAPE,

L.

Ve ame s

2.18 inserl drain wube throuyh "W sty
and hole providud in floor panel. Con-
nect opposite end Lo drain pluy on back
uf evaporator case. .

“\l
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2.19 Connectl (yellow) wire from fusc
holdar to fusc block terminal with bat-
tery lead as illustrated.

2.20 Conncct (white) wire from terminal
5 to fourth (unoccupicd) terminal From
right hand side of fuse bLlock as {llus~
trated.

2.2] pecinstall fuse block with original
hardware.

2.22 Secure odomater c'xt.enslon to cable
with set screw as (llustrated (Referance
illustration opposite step 11.30).

2. 23 Loosen Flrst phllllps head ‘screw
left of steering column in padded ‘dash.

v &

2 2h Raise evapoutor case up lnto pos-
Ition and pull case forward until &.M.
bracket hooks over lip of dash. *Secure
bracket with one J0A x I'' sheet metal
screw as §llustrated. NOTE: IT MAY DE
NECESSARY TO BEND BRACKET T0 CLEM WE TAL
ar—

'2.25 Slip left sldc evaporator mntlng
bracket between padded and wmatal dash,
as illustrated. Rusecure phillips screw,

soume an e

2.26 Secure lcft hand end of evaporalor
case with one 1-1/2" shecl metal screw as
iHlustrated. .

2.27 Sccure center evaluorulor mnunt iny
bracket Lo dash panel with one JOA x 172
sheet motal scrow,

" e smmosmmiven

2.4 Sccure right rear evaporator mount-
ing brocket to dash with two #8A x 1/2*
sheet melal screws. NOTE: SECURE EVAPO-
RATOR MOTOR GROUND WIRE ALONG WITH UMCK‘
[T

Bt @ eem

T2, 29 sllp a 3/8% rubbcr yromsct over end

<

of wire harnoss. Roule wire harness the
rough hole in flrewall under gos tank and
through hole In forward lugyage compari-
ment .

2.30 Slip odomotier extunsion through hole
in brackel as (llustrated.
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© cure conselec Lo transmission tunnel with

4

"2.31 Place tray In top of console and

sllide console into furmer position. Se-

original fasteners.

2.32 secure gauges in new forward con-
sole pane! as illustrated.

2. 33 Connecl gauges to existing wires

’and slip panel into place. Sccure pane!

Lo tray and console with two JBA x 172"
Liack sheel metal screws as illustrated.
{

2.34 Replace bottum pancl of consule and
reattach lever knobs.

2.35 Resecure center glove bux, mth orig-.
inal hardware.

n
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3.1 ARemove and retain spare tire cover
‘and spuare tire from luggage compartment.
Modify spare tire cover by cutting off |

from back side of fibarboard. CAUTION: |
00 NOT CUT CARPET.

3;2 Disconnect snd remove wind shield
washer bottle.

3.3 Locale and drill & 1-1/0" dia. hole
inside front luygaye compariment. Cut a i*
long slit in carpet dircctiy over hole.

3.& Use threaded retalning Lrackel as a

yuide to locate template 23140 in bottom ,
of spare tire well. Bend up front of tom- '
plate and follow butlom of tire well.

Align Lemplate sides with ridges in bottom
of tire well,

3.5 Center punch and drill cight 1-1/8" .

dia. holes in bottom of spare tlhie well. L
Cut out remalnder of material between A
holes Lo form Lwo rectangular holes as :

‘
- {llustrated on template 7914D. NOTE: Cur ¥

OFF TOW RING TO PROVIDE CLEARANCE FOR AIK
scoop, )

———

.

3.6 Orill a 1-3/0" hole in bottom of
spare Lire wall, Locatc hole in line
wilh back edye of rectangular hole,
Insert caterpillar gromsmst.

’ . *

. ).7"Anply scaling compound around cul-

oul befure installing condenser.

ome ow e

3.8 Position condenser asscmbly over re-
Clangular hwlecs in wheel well and secure
with ninc #8 x 1/2" sheer metal screws.
Fronl (lamge of shroud should be located
on the raived portion of wheel well. Other
flanges should be in the recessed portion
of whee! well, -NOTE: _AIR DEFLECTOR WiLL '
PROTRUDE TIROUGH WIEEL WELL AND ALONG FOR-
WARD_LUGE OF REAN KECTANGULAR HOLE IF (O-
CATED commccyiy. . ——

. I ¢
edtnve
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- 3.9 Securs recaivor filier to rear wall
of front luggage compariment with two J
OF x 1/2* sheot metal screws as §lius~
trated.

3.10 From undernealh vechicle, position
rear flange of alr scoop along rear edge
of front rectangular hole. Secure scoop

- with four JOF x 1/2% shcct metal screws as
fHlustrated.
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